AMENDMENTS TO THE CLAIMS 

The following listing of claims will replace all prior versions and listings of claims 
in the application. 

Listing Of Claims 

1 . (Currently Amended) A caption overlaying method used on an interactive 
video equipment, in which information of a caption to be generated set by a user is 
received by a control layer, comprising: 

A. providing a caption generating module, receiving the information of the 
caption from the control layer, and generating a caption image with a transparent 
background according to the received information: 

B. providing a caption overlaying module, when selected to display a mingled 
image at a remote side, at a local side overlaying the caption image on a digital service 
imaoefm to obtain obta i n i ng [[aUthe mingled image w i th th e capt i on , encoding the 
mingled image, and transmitting [[the]]an encoded mingled image from the local side to 
the remote side . 

2. (Previously Presented) The caption overlaying method according to Claim 
1 , wherein the information of the caption to be generated comprises: internal codes of 
all characters of the caption, a position information of the caption, a size information of 
the caption and a color information of the caption. 

3. (Previously Presented) The caption overlaying method according to Claim 
1 , wherein the information of the caption to be generated comprises internal codes of all 
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characters of the caption to be generated, and the internal code is generated with the 
steps of: 

using a software for generating a character database; selecting a vector font; 
according to a required character size, displaying a character one by one on a PC 
screen with a software, and then recording the display result as a dot-matrix image, and 
storing the dot-matrix image in a specific format as a character database file. 

4. (Previously Presented) The caption overlaying method according to Claim 
1 , wherein the information of the caption to be generated comprises color information of 
the caption; 

the caption generating module performs setting or changing the color of the 
characters according to the color information of the caption and keeping the background 
of the caption image transparent. 

5. (Previously Presented) The caption overlaying method according to Claim 
1 , in Step A comprising, after the caption generating module has received the caption 
information from the control layer, reading dot-matrix images of all the characters, and 
combining the dot-matrix images with the transparent background according to a display 
position and content of the caption selected at the control layer. 

6. (Currently Amended) The caption overlaying method according to Claim 
1, wherein overlaying the caption image on the digital service image comprises :f u4hef 
compr i s i ng, so l oct i ng to over l ay tho caption imago at a l oca l s i do or at ajomoto s i do by 
tho contro l l ayor, and 
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for ov e r l ay i ng th e capt i on i mag e at th e l oca l s i d e by th e contro l l ay e r, ov e r l ay i ng 
th e capt i on i mag e on th e d e cod e d i mage of l oca ll y r e c ei v e d s e rv i c e and th e n outputt i ng 
to th e l oca l s i d e for d i sp l ay; 

for ov e r l ay i ng th e capt i on i mage at th e r e mot e s i d e by th e contro l l ay e r, 
overlaying the caption image on the digital service image which is a [[the11 pre-encoded 
image of l oca ll y s e nt s e rv i c e to obta i n th e ming le d i mag e , e ncod i ng th e m i ng le d i mag e , 
and th e n transm i tt i ng th e e ncod e d m i ng le d i mage . 
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7. (Currently Amended) An interactive video equipment that has a control 
layer to receive information of a caption to be generated set by a user, i nc l ud e s 
comprises: 

a caption generating module; and 
a caption overlaying module; 

wherein the caption generating module receives the information of the caption 
from the control layer, and generates a caption image with a transparent background 
according to the received information; 

wherein the caption overlaying module , when selected to display a mingled 
image at a remote side, at a local side overlays the caption image on a digital service 
imagerMI to obtain obta i ns [[allthe mingled image.,, w i th oapt i on to b e e nood e d encodes 
the mingled image, and transmitt e d transmits an encoded mingled image from the local 
side to the remote side . 

8. (Previously Presented) The interactive video equipment according to 
Claim 7, the caption generating module reads dot-matrix images of all the characters, 
and combines the dot-matrix images with the transparent background according to a 
display position and content of the caption selected at the control layer after having 
received the caption information from the control layer. 

9. (Previously Presented) The interactive video equipment according to 
Claim 7, the caption overlaying module is in a CODEC (coder-decoder) unit and in front 
of an image CODEC module; the caption generating module is in the CODEC unit and 
connects with the caption overlaying module. 
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10. (Currently Amended) The interactive video equipment according to Claim 
7, th e capt i on ov e r l ay i ng modu le furth e r compris e s a f i rst capt i on ov e r l ay i ng modu le and 
a s e cond capt i on ov e r l ay i ng modu le , and th e capt i on g e n e rat i ng modu le furth e r 
compr i sos a f i rst capt i on gonorat i ng modu l o and a second capt i on generat i ng modu l o; 
wherein 

the fifs^caption overlaying module is in an encoder, and locates along a service 
channel which is in front of an image-encoding module; 

the f4fs^caption generating module is in the encoder and connects with the first 
caption overlaying module[[;]]. 

th e s e cond capt i on ov e r l ay i ng modul e i s i n a d e cod e r, and l ocat e s a l ong a 
sorv i co chann el wh i ch i s b e h i nd an i mag e- d e cod i ng modu le ; 

th e s e cond capt i on g e n e rat i ng modu le i s i n th e d e cod e r and conn e cts w i th th e s e cond 
capt i on ov e r l ay i ng modu le . 
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